
B.R. KREIDER & 
SON, INC. Quote # 2 Quote # 3

Number of Tons quoted in price

Top Coat thickness AFTER compaction

Street Print available YES

Patios ? YES

Driveways ? YES

Walkways ? YES

References ? YES

Milling appropriate notches for smooth paving joints YES             
NO

YES             
NO

YES             
NO

Remove paving at garage for proper water drainage YES             
NO

YES             
NO

YES             
NO

Install a Geotextile Paving Fabric YES             
NO

YES             
NO

YES             
NO

Trim grass edges around existing paving for maximum length and 
width

YES             
NO

YES             
NO

YES             
NO

Patch stone areas with 2" compacted Binder YES             
NO

YES             
NO

YES             
NO

Level driveway with Top to eliminate uneveness YES             
NO

YES             
NO

YES             
NO

Overlay driveway with 1 1/2 " compacted Fine Top YES             
NO

YES             
NO

YES             
NO

Seal joint at road with asphalt joint sealer YES             
NO

YES             
NO

YES             
NO

TONS USED FOR BINDER

TONS USED FOR LEVELING

TONS USED FOR FINE TOP

TOTAL COST OF PROJECT $ $ $

WARRANTY - years

1 year material 

& 

workmanship

PAVING CHECKLIST - Compare Before You Sign

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line

adam
Line


